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An investigation was conducted in the static test
facility of the Langley 16-Foot Transonic Tunnel to
determine the internal performance of a two-dimensional
convergent-divergent (2-D C-D) nozzle. The nozzle
design was tested with dry and afterburning throat areas
which represent different power settings and three expan-
sion ratios (subsonic cruise, subsonic acceleration, and
supersonic cruise).
For each configuration, three trailing-edge geome-
tries were tested. The baseline geometry had a straight
trailing edge. Two different shaping techniques were
applied to the baseline nozzle design to reduce radar
observables: the scarfed design and the sawtooth design.
A flat plate extended downstream of the lower divergent
flap trailing edge parallel to the model centerline to form
a shelflike expansion surface. This shelf was designed to
shield the plume from ground observation (infrared radi-
ation (IR) signature suppression). The shelf represents
the part of the aircraft structure that might be present in
an installed configuration. These configurations were
tested at nozzle pressure ratios (NPR) from 2.0 to 12.0.
Results indicated that discharge coefficient and peak
resultant thrust ratio were not significantly affected by
the addition of the shelf or by changes to the upper diver-
gent flap and shelf geometry. Discharge coefficient for
these 2-D C-D shelf nozzles was lower than typical 2-D
C-D nozzles due to the sharp corner at the nozzle geo-
metric throat. Resultant pitch vector angles were typi-
cally nonzero and varied with increasing NPR. In
addition to nozzle internal asymmetry, the shelf signifi-
cantly affected the pitch vector angle by producing a sur-
face on which the shock-cell pressure variation could act.
Only the asymmetrical scarfed nozzle produced resultant
yaw thrust vector angles.
Introduction
Aircraft survivability has always been an important
consideration in the airplane design process. In World
War I, the issue of survivability was primarily concerned
with the avoidance of visual detection by patrolling air-
craft or ground observers. With the introduction of
ground-based radar in World War II, aircraft became vul-
nerable to long-range detection and tracking that allowed
adversaries to concentrate forces to intercept them along
their route. Once intercepted, precise maneuvering was
required at close range to shoot down the enemy with
machine guns. During the Vietnam War and more recent
conflicts in the Middle East, the combat environment
included new weapons such as heat-seeking and radar-
guided air-to-air and surface-to-air missiles capable of
targeting and destroying aircraft beyond visual range.
Advances in sensors and microprocessors will continue
to increase the risk of high-threat environments in the
future. Thus, advanced aircraft designs will require visi-
ble, infrared, and radar cross-section (RCS) signature
shaping and reduction techniques to increase aircraft sur-
vivability. (See ref. 1.) Technologies to reduce observ-
ables are currently being incorporated into the design
of the aircraft structure as well as into the propulsion
system.
The capabilities that are necessary to reduce observ-
ables require careful integration of the propulsion system
into an aircraft because inlets and nozzles are typically
large contributors to the overall aircraft infrared and RCS
signature. Infrared signature suppression techniques
include cooling of the exhaust plume and hot engine and
aircraft components as well as shielding of these hot
parts from view. The RCS signature shaping techniques
include internal and external shaping of leading and trail-
ing edges and elimination of 90 ° angles between adjacent
surfaces. Incorporating technologies that reduce observ-
ables can affect nozzle performance as a result of more
complex internal and external geometry. (See ref. 2.) To
produce acceptable levels of survivability and perfor-
mance, a compromise must be reached between aircraft
aerodynamics and signature-suppression designs. These
concerns are addressed in this paper for the design of a
two-dimensional convergent-divergent (2-D C-D) nozzle
with a flat plate (herein called a shelf) extending down-
stream of the lower divergent flap trailing edge.
An investigation has been conducted in the static test
facility of the Langley 16-Foot Transonic Tunnel to
determine the internal performance of this 2-D C-D shelf
nozzle design. The nozzle design was tested with dry and
afterburning throat areas which represent different power
settings and three expansion ratios (subsonic cruise, sub-
sonic acceleration, and supersonic cruise). For each of
theses configurations, three trailing-edge geometries
were tested. The baseline geometry had a straight trailing
edge. Two different shaping techniques were applied to
the baseline nozzle design to reduce radar observables,
henceforth called the scarfed design and the sawtooth
design. A flat plate (shelf) extended downstream of the
lower divergent flap trailing edge parallel to the model
centerline. This shelf was designed to shield the plume
from ground observation (IR signature shaping). The
shelf also simulated installation of the nozzles on an air-
craft surface. These configurations were tested at nozzle
pressure ratios (NPR) from 2.0 to 12.0.
The results of this investigation are presented as noz-
zle internal performance data (discharge coefficient,
internal thrust ratio, resultant thrust ratio, resultant pitch
thrust vector angle, and resultant yaw thrust vector angle)





All forces and resultant vector angles are referenced
to the model body axis (measured from the model center-
line). A detailed discussion of the data reduction, calibra-
tion procedures, and propulsion relations used in this
























represent model stations and dimensions in
figures 3-6, in.
nozzle exit area, in 2
nozzle expansion ratio
nozzle throat area, in 2
measured thrust along body axis, positive in
upstream direction, lbf
ideal isentropic gross thrust,
27/_7-J ] 459.67)fl _ (_pR)_J, lb fw,4 U,J+
measured normal force, lbf
resultant gross thrust, _/F 2 + F 2 + FS2 , lbf
measured side force, lbf
acceleration due to gravity, 32.174 ft/sec 2
exit height of nozzle (see fig. 3), in.
throat height of nozzle (see fig. 3(a)), in.
reference length of upper and lower diver-
gent flaps (see fig. 2), 4.000 in.
reference length of shelf (see fig. 2),
6.600 in.
nozzle pressure ratio, Pt, j
Pa
design nozzle pressure ratio (NPR for fully
isentropic expanded flow at nozzle exit)
local static pressure, psi
ambient pressure, psi
jet total pressure, psi
static pressure ratio
gas constant for air, 1716 ft2/sec2-°R
jet total temperature, °R
width of nozzle at throat (see fig. 2),
4.000 in.
wi ideal weight-flow rate,
_.XZL_
_ ( 2 "_O'-U / Tg lbf/sec
/ttPt'J_ ''_ ) 4-Rj(TI,j + 459.67) '
Wp measured weight-flow rate, lbf/sec
x distance along nozzle surface for tap loca-
tions (positive downstream), in.
y spanwise distance for tap locations (positive
to right, see fig. 5), in.
ctl divergence angle for lower divergent flap
(see fig. 3), deg
°tu divergence angle for upper divergent flap
(see fig. 3), deg
13 convergence angle for convergent flaps
(see figs. 3(a) and 4), deg
2' ratio of specific heats for air, 1.3997
_Sp resultant pitch thrust-vector angle,
tan-17' deg
8y resultant yaw thrust vector angle,
tan- 1Fs
-_-, deg
8v, p geometric pitch thrust vector angle,
measured from model centerline (positive
angle produces positive normal force),
0.5(o_ u + tx/), deg
0 cutback angle on upper convergent flap







MS model station, in.
RCS radar cross section
Apparatus and Methods
Static Test Facility
This investigation was conducted in the static test
facility of the Langley 16-Foot Transonic Tunnel. Tests
were performed in a large room with high-pressure air
directed through a single-engine propulsion simulation
system and exhausted to the atmosphere. The static test









Single-Engine Propulsion Simulation System
During this investigation, nozzle configurations
were tested on the single-engine, air-powered jet simula-
tion system. Figure 1 shows a schematic of the propul-
sion simulation system with the 2-D instrumentation
section and a typical test nozzle. An external high-pres-
sure air system provided a continuous flow of clean, dry
air at a controlled temperature of about 540°R as jet total
pressure was varied up to approximately 175 psi in the
nozzle. High-pressure air was directed through a dolly-
mounted support strut containing six tubes which con-
nect to a high-pressure plenum chamber. As indicated in
figure 1, the air was then discharged perpendicularly into
the low-pressure plenum through eight multiple-hole
nozzles equally spaced around the high-pressure plenum.
This arrangement was designed to minimize the forces
imposed by the transfer of axial momentum as the air
passes from the nonmetric high-pressure plenum to the
metric low-pressure plenum (mounted to the force bal-
ance). Two flexible metal bellows were used as seals and
compensated for axial forces caused by pressurization.
The air then passed from the low-pressure plenum
through a transition section, choke plate and instrumenta-
tion section. The transition section provided a smooth
flow path from the circular cross-section low-pressure
plenum to the rectangular cross-section choke plate,
instrumentation section, and nozzle. The nozzle model
was attached at model station 41.845.
Model Description
The basic design parameters for the present nozzle
were power settings, expansion ratios, and trailing-edge
designs. Throat areas were chosen to represent dry
and afterburner (A/B) power settings. Three expansion
ratios (same for both dry and A/B configurations) were
selected to represent subsonic cruise (AelAt= 1.100),
subsonic acceleration (AeJAt= 1.750), and supersonic
cruise (AelA t = 2.500) operating modes. Typically
2-D C-D nozzles have divergent flaps that are equal in
length, but for the present investigation an extension
(shelf) was added to the lower divergent flap to provide
IR shielding from below. (See fig. 2.) Three trailing-edge
geometries were investigated. The baseline configura-
tions (fig. 2(a)) had trailing edges that were normal to the
airflow and internal surfaces that are at right angles to
each other. The other two planform geometries (scarfed
and sawtooth) were designed to have the same throat
areas and expansion ratios.
The scarfed configurations (fig. 2(b)) had trailing
edges (upper divergent flap and shelf) that were swept
(scarfed) 30 ° to the sidewall normal. The sawtooth con-
figurations (fig. 2(c)) had double scarfed surfaces (swept
45 °) extending from the vertical centerline which
resulted in a sawtooth appearance. The internal surface
of the upper divergent flap consisted of two planar sur-
faces extending from the vertical centerline.
The throat areas were rectangular as shown in fig-
ure 2. The lengths of the flap (Lflap = 4.000 in.) and shelf
(Lshelf=6.600in.) were constant among the three
designs and represented the average lengths for the
scarfed and sawtooth configurations. For the baseline
and scarfed configurations, these lengths were measured
along the surface at the vertical centerline. For the
sawtooth configurations, the lengths were measured at
(ylw)12 = -0.500. (See fig. 2(c).) These dimensions pro-
vided configurations that had constant planform areas at
each expansion ratio.
Typically, exit area or expansion ratio of 2-D C-D
nozzles is varied by changing the waterline location of
the trailing edge of both upper and lower divergent flaps.
Thus the divergent flap surfaces remain symmetric about
the nozzle centerline, which results in a change in A e,
whereas the geometric pitch vector angle 5v, p remains
zero. However for the present investigation, the lower
divergent flap and shelf remained stationary and the
expansion ratio was varied by moving only the upper
divergent flap trailing edge. (See fig. 3.) This geometry
produced nozzle asymmetry about the nozzle centerline,
which results in nonzero geometric pitch thrust vector
angles for all configurations tested. This angle 5v, p is in
figures 3(b)-3(d) and table 1 and is the average of the
upper and lower divergent flap divergence angles o_u
and a 1.
The design parameters that are common to all con-
figurations are shown in figure 3(a). All test configura-
tions were attached to the 2-D instrumentation section at
MS A (41.845) as shown in figures 1 and 3(a). A sum-
mary of the test configurations is provided in table 1. The
width of all nozzles at the throat was 4.000 in. Thus
changing from a dry power to A/B power configuration
required an increase in throat height (ht) from 1.000 to
1.200 in. The changes in throat height resulted in changes
in the convergence angle (_) as shown in figure 3(a).
Note that MS B has shifted downstream slightly for the
A/B configurations. The nozzle geometric throat (mini-
mum internal cross-sectional area) occurred at the junc-
ture of the convergent and divergent flaps. This juncture




andMS B (44.296).Likewiseall A/B configurations
used the same convergent flap geometry as shown in
figure 3(a).
As mentioned previously, the lengths of the diver-
gent flaps were a constant 4.000 in., and these lengths
were measured along the surfaces of the flaps. Changing
from a dry power to A/B power configuration resulted
in an increase in divergence angle (ctl) on the lower
divergent surface and a slight reduction in the length
between MS B and MS C. Therefore as shown in
figures 3(b)-3(d), slight overall differences in length
existed for dry and A/B configurations (MS D) as shown
in figures 3(b)-3(d). Figures 3(b)-3(d) also show the
parameters that pertain to a particular type of nozzle.
Details of the individual parts (including pressure tap
locations) are given in figures 4-9. The sidewalls for
baseline configurations 1-6 were mirror images as
shown in figure 9(a). The sidewalls for scarfed configu-
rations 7-12 were different as shown in figure 9(b). The
sidewalls for sawtooth configurations 13-18 were mirror
images as shown in figure 9(c).
To help understand the flow physics, static pressure
taps were utilized on the nozzle lower divergent flap and
shelf for all configurations and on the upper divergent
flap for the sawtooth configurations. The dry power
configurations had 9 static pressure taps on the lower
divergent flap, whereas the A/B power configurations
had 27 taps as shown in figure 5. These taps were
arranged in three rows, one along the flap centerline and
the other two on either side of the centerline halfway to
the sidewall. The sawtooth configurations had a row of
9 taps on the upper divergent flap ((y/w)/2 = -0.500) as
shown in figure 7(c). The baseline nozzle shelf had 7 taps
placed along the shelf centerline. (See fig. 8(a).) The
scarfed nozzle shelf had 21 taps in three rows, one row
along the centerline and one on either side halfway to the
edge. (See fig. 8(b).) The sawtooth nozzle shelf had a
row of 7 taps at (ylw)/2 = -0.500 as shown in figure 8(c).
Instrumentation
An internally mounted six-component strain-gage
balance was used to measure the forces and moments on
the model downstream of MS 20.500. (See fig. 1.) Jet
total pressure was measured at a fixed station in the
instrumentation section by a four-probe rake through the
upper surface, a three-probe rake through the side, and a
two-probe rake through the corner. Jet total temperature
was measured with a thermocouple positioned in the
instrumentation section upstream of the nozzle. The
weight-flow rate of the high-pressure air supplied to the
nozzle was determined by calibrating weight flow as a
4
function of pressure and temperature measurements in
the high-pressure plenum (located on top of the support
strut) with standard axisymmetric nozzles of known dis-
charge coefficient in place of the test nozzle. Static pres-
sures were measured with individual transducers.
Data Reduction
All data were recorded on magnetic tape. Each data
point is an average of 50 frames of data, acquired at a
rate of 10 frames/sec. Data were recorded in ascending
order of NPR.
The basic nozzle internal performance parameters
presented are internal thrust ratio FIF i, resultant thrust
ratio Fr/Fi, discharge coefficient wp/w i, and resultant
pitch and yaw vector angles _p and _y. All data are refer-
enced to the model centerline with the exception of
resultant gross thrust F r. A detailed discussion of the data
reduction methodology is presented in reference 4.
The internal thrust ratio F/F i is the ratio of the mea-
sured thrust along the body axis to the ideal isentropic
gross thrust. Ideal thrust F i is computed from the mea-
sured weight-flow rate Wp, jet total pressure Pt, j, and
jet total temperature Tt, j by assuming isentropic expan-
sion through the nozzle. (See definition of F i in the
section "Symbols.") Nozzle thrust F along the body axis
was obtained from the balance axial-force measurement
with corrections for model weight tares, balance interac-
tions, and bellow tares. Although the bellows arrange-
ment in the propulsion simulation system was designed
to eliminate any pressure and momentum interactions
with the balance, small bellows tares on all balance com-
ponents still existed. These tares resulted from a small
pressure difference between the ends of the bellows at
high internal velocities and from small differences in the
forward and aft bellows spring constants during bellows
pressurization. The bellows tares were determined by
testing standard axisymmetric calibration nozzles with
known performance over a range of loadings expected
during the test. These calibration data were used to cor-
rect balance force measurements to obtain final forces
and moments. (See ref. 4.)
The internal thrust ratio F/F i provides a measure of
the nozzle efficiency in directing the exhaust flow in the
axial direction. Axial thrust F is decreased by deflecting
the thrust vector away from the axial direction. Axial
thrust F and thus internal thrust ratio F/F i are reduced by
actual losses in nozzle efficiency or by thrust vectoring.
The resultant thrust ratio FrlF i is the resultant gross
thrust F r normalized by the ideal thrust F i. Resultant
thrust is computed from corrected values of axial-,
normal-, and side-force balance measurements. By defi-
nition, differences between FIF i and Fr/F i occur when
the exhaust flow is directed (vectored) away from the
axialdirection.Decreasesin resultantthrustF r are due to
actual losses in nozzle efficiency and turning losses, not
to geometric losses as discussed for F.
Nozzle discharge coefficient Wp/W i is the ratio of
measured weight-flow rate to ideal weight-flow rate,
where the ideal weight-flow rate is computed from mea-
surements of jet total temperature, jet total pressure, and
measured nozzle throat area (the minimum internal
cross-sectional flow area in the nozzle). The nozzle dis-
charge coefficient reflects the nozzle efficiency in pass-
ing weight flow. This performance parameter is reduced
by momentum and vena contracta losses; this results in a
decrease in the effective flow (throat) area. (See ref. 7.)
Resultant thrust vector angles _p and 8y are effective
angles at which the thrust-vectoring mechanism turns the
exhaust flow from the axial direction. As indicated in
the section "Symbols," determination of these angles
requires the measurements of axial, normal, and side
forces on the model.
In addition to force and pressure data, surface oil
flow visualization photographs were obtained to qualita-
tively gain a better understanding of the flow phenom-
ena. A mixture of fine black grit particles and oil was
spread on the upper surface of the shelf. The nozzle pres-
sure ratio was held at the desired test conditions for
approximately 5 min or until all excess oil was blown out
of the nozzle and the oil flow patterns were fully devel-
oped. At this point, the high-pressure air was quickly
reduced to atmospheric pressure so that the flow patterns
were not disturbed. The oil flow patterns were closely
observed during this process with a video camera to
insure that patterns did not change from those observed
at the test NPR. No changes in oil flow patterns were
observed during the reduction in NPR from test condi-
tions to jet off.
Presentation of Results
A configuration summary is provided in table 1,
which describes the different nozzle designs, power set-
tings, and expansion ratios of each configuration tested
in this investigation. In addition, the design nozzle pres-
sure ratio (NPR) d for fully expanded flow (based on
expansion ratio Ae/At) and the geometric pitch vector
angle are provided. Tabulated nozzle performance data
for all configurations are presented in tables 2-4, and the
internal static pressure ratio data at all test conditions are
presented in tables 5-10. Plots of internal static pressure
ratios are presented in figure 10 at selected NPR's for all
configurations. Internal performance data are presented
in figures 11, 12, and 13 for the baseline, scarfed, and
sawtooth configurations, respectively. These plots also
show the effect of expansion ratio. Comparison plots for
power settings are presented in figures 14, 15, and 16
for the baseline, scarfed, and sawtooth configurations,
respectively. Comparison plots for RCS modifications
are shown in figures 17 and 18 for the dry power and
A/B power configurations, respectively. Also, surface oil
flow visualization photographs are presented in figure 19




Static pressure ratio data along the lower divergent
flap and shelf surfaces are presented in figure 10 as a
function of NPR. Data are presented on the nozzle cen-
terline for the baseline and scarfed configurations and at
a spanwise location of (y/w)/2 = -0.500 for the sawtooth
configurations. A decision was made to more densely
instrument the lower divergent flap of the A/B configura-
tions than the flap for the dry configurations. This deci-
sion was based on the likelihood that if flow separation
were shown not to occur on the A/B configurations, sep-
aration would also be absent on the dry configurations,
which have smaller convergence and divergence angles.
Because of the limited pressure instrumentation on even
the A/B flap, it could not be determined if the flow
was attached. As shown in figures 10(b), 10(d), and
10(f), the first tap (Ae/A t = 1.100) downstream of the
throat (x/Lfla p = 0.10) may be in a separation bubble. At
low values of NPR, internal shocks are evident. These
shocks are characteristic of highly overexpanded nozzle
flows and are likely followed by regions of shock-
induced separated flow. As NPR is increased and over-
expansion of the nozzle is reduced, these shocks move to
the nozzle exit. Based on the limited instrumentation, the
dry power configurations appear to show the same
trends. (See figs. 10(a), 10(c), and 10(e).) Additionally,
the configurations with AelAt= 1.100 experienced an
additional internal shock, evidenced by the pressure rise
near the nozzle exit. This shock was likely an impinge-
ment of a shock emanating from the downstream end of
the throat separation bubble. The impingement occurs for
these configurations because the upper flap divergence
angle is reduced to obtain the low expansion ratio. (See
fig. 3(a).)
However, a change in the static pressure distribution
almost always occurred along the shelf as NPR
increased. Typically, the size (axial extent) of the shock
cells in a supersonic jet increases with increasing NPR.
These shock cells indicate the expansion and compres-
sion cycles that the exhaust flow undergoes as it adjusts
to ambient pressure and are illustrated in the flow visual-
ization photographs discussed later in the paper. The
shock cells are evident by the cycling static pressure dis-
tributions seen in figure 10. Static pressures on the shelf
surfacegreaterthanPa exert a negative normal force on
the nozzle, whereas static pressures on the shelf less than
ambient pressure exert a positive normal force on the
nozzle. The integrated effect of these shelf loads, as well
as similar loads on the divergent flaps, is to influence the
magnitude of the thrust vector angles.
Performance Data
The performance data (nozzle internal thrust ratio
F/F i, resultant thrust ratio F, JF i, discharge coefficient
Wp/W i, resultant pitch thrust vector angle 8p, and resultant
yaw thrust vector angle By) are presented as functions of
NPR in figures 11-18. The data in figures 11, 12, and 13
show the effect of expansion ratio for the baseline,
scarfed, and sawtooth configurations, respectively. Com-
parison plots for power settings are presented in fig-
ures 14, 15, and 16 for the baseline, scarfed, and saw-
tooth configurations, respectively. Comparison plots for
RCS modifications are shown in figures 17 and 18 for
the dry and A/B power configurations, respectively.
In general, the discharge coefficients for the three
shelf nozzle designs (figs. 11-13) were lower than levels
typically measured on a 2-D C-D nozzle by approxi-
mately 2 percent. (See refs. 7-12.) The lower level of
weight-flow efficiency was probably due to the sharp
throat corner formed between the convergent and diver-
gent flaps. Sharp throats have been shown to cause
separation bubbles immediately downstream; this results
in a reduced effective throat area. A separation bubble is
indicated by the pressure distribution in figure 10, partic-
ularly for A/B configurations with Ae/A t = 1.100, where a
sharp pressure rise occurs between the first two pressure
taps. As reported in reference 7, a 2-D C-D nozzle with a
zero radius (sharp) throat generated a reduced discharge
coefficient. In general, increases in expansion ratio
produced no significant change in discharge coefficient,
the exception being for the baseline configurations with
Ae/At= 1.100. (See figs. ll(a) and ll(b).) The effects
were attributed to the more pronounced separation bub-
ble indicated by the pressure distributions. (See fig. 10.)
A larger throat area would be more efficient, which is
generally shown in the discharge coefficient data of
figures 14-16. In general, RCS modifications (figs. 17
and 18) had no effect on discharge coefficient except for
the baseline configurations with AelAt= 1.100 as dis-
cussed earlier.
The internal thrust ratio FIF i curves are typical of
2-D, C-D nozzles. All C-D nozzles have the same basic
thrust curves consisting of internal normal shock flow
regime, oblique shock flow regime, and underexpanded
flow regime. The first two regimes (normal shock regime
at NPR < 3 and oblique shock regime at NPR > 3) can be
seen in the data for the configurations with Ae[A t = 2.500
(figs. 11-13), but because (NPR)d (table 1) is above the
NPR range, the underexpanded regime is not seen.
Increasing the expansion ratio shifts the curves to the
right as expected. The resultant thrust ratio FrlF i curves
are similar to the internal performance curves--a result
of the relatively low levels of thrust vectoring. Peak
resultant thrust ratio levels were less than 1.00 due to
flow angularity, skin friction, and shock losses. How-
ever, despite the additional surface area of the shelf,
these levels were comparable peak values typical of 2-D
C-D nozzles without shelves. (See refs. 8-12.) The thrust
ratio curves are quite similar for the dry and A/B config-
urations. (See figs. 14-16.) The data in figures 17 and 18
tend to show that RCS modifications have very little
effect on peak thrust ratio.
The baseline and sawtooth designs were symmetric
about a vertical cut along the nozzle centerline; therefore
zero values of resultant yaw vector angles 8y were
expected and are generally shown for those configura-
tions. (See figs. 11-13.) As expected, the asymmetrical
scarfed nozzle produced nonzero 8y values. (See fig. 12.)
Resultant pitch thrust vector angles 8p were typically
nonzero and varied with NPR. Nozzle divergent flap
geometry (nonzero By, p (table 1)) and the influence of
the shelf on the shock-cell pressure variations contrib-
uted to these varying pitch thrust vector angles. These
nonzero normal forces (Sp) and side forces (By) would
require an exhaustive investigation of any concept con-
sidered for integration into a flight vehicle. The vehicle
would have to be able to trim these propulsion-induced
longitudinal and lateral forces and moments. Since the
engines would probably be used in pairs, the nonzero
side force would be balanced out by the second engine.
The trend for dry and A/B configurations is quite similar
as shown in figures 14-16.
Shelf Surface Oil Flow Visualization
Oil flow visualization photographs are presented in
figure 19 to illustrate the complex flow patterns on the
shelf surface. As previously described, a mixture of fine
black grit particles and oil was used to depict flow
patterns along the shelf surface. Flow patterns were
closely observed with a video camera to ensure that they
were fully developed and did not change as the jet
was turned off. No changes in oil flow patterns were
observed as NPR was reduced from test conditions to jet
off. Flow visualization data were obtained only on
the dry power configurations with AelA t = 1.100
(Config 1, 7, and 13) at NPR near peak Fr/F i.
All three photographs show what appears to be
under-expanded flow although the nozzles are nominally
at design or overexpanded conditions. The pressure dis-
tributions indicate high pressure at the exit plane as a
resultof thecompressionshockgeneratedbythegeome-
tryforAJAt = 1.100, as discussed in the pressure discus-
sion. All three nozzle designs--baseline, scarfed, and
sawtooth----exhibited flow expansion and recompression
along the shelf surface as shown in figure 19. Flow on
either side of the centerline expanded away from the
centerline just downstream of the nozzle exit plane and
then recompressed back toward the centerline farther
downstream. Another expansion process was evident
downstream of the recompression. The size of these
regions of expansion and compression is dependent upon
NPR, and they dictate the static pressure distributions
along the shelf. These variations in static pressure
resulted in variations in 5p with NPR (as shown in the
force data) because normal force was generated on the
shelf by static pressure greater or less than Pa"
The scarfed nozzle configuration 7 shown in fig-
ure 19(b) also exhibited a compression plane on the shelf
that appeared to be parallel to the scarf angle of the upper
divergent flap and shelf trailing edge. In addition, the
flow on the left side of the shelf (looking upstream)
appeared to expand farther away from the nozzle center-
line than flow on the right side. These phenomena were a
result of nozzle geometry which expanded flow to the
left side of the nozzle as well as out the shelf. However,
flow at the trailing edge of the scarfed shelf recom-
pressed to travel parallel to the nozzle centerline.
Similar trends appeared for the sawtooth nozzle con-
figuration 13, as shown in figure 19(c). The oil flow pho-
tographs highlight the lines formed as the expansion and
compression waves impinged on the shelf surface.
Downstream of the nozzle exit, flow along the sides
expanded away from the centerline and recompressed
back toward the centerline further downstream. At the
trailing edge of the sawtooth nozzle shelf, the flow pat-
terns were nearly parallel to the nozzle centerline. Weak
shock patterns again parallel to the trailing edge can be
seen on the shelf surface (one shock nearly intersects ori-
fice 69, as shown).
Conclusions
An investigation was conducted in the static test
facility of the Langley 16-Foot Transonic Tunnel to
determine the internal performance of a two-dimensional
convergent-divergent nozzle. The nozzle design was
tested with dry and afterburning throat areas, which rep-
resent different power settings and three expansion
ratios. For each configuration, three trailing-edge geome-
tries were tested. The baseline geometry had a straight
trailing edge. Two different shaping techniques were
applied to the baseline nozzle design to reduce radar
observables: the scarfed design and the sawtooth design.
A flat plate extended downstream of the lower divergent
flap trailing edge parallel to the model centerline to form
a shelflike expansion surface. This shelf was designed to
shield the plume from observation from the ground
(infrared radiation (IR) signature suppression). The shelf
represents part of the aircraft structure that might be
present in an installed configuration. These configura-
tions were tested at nozzle pressure ratios from 2.0
to 12.0.
Results of this investigation indicated the following
conclusions:
1. Discharge coefficient and peak resultant thrust
ratio were not significantly affected by the addition of
the shelf and changes to the upper divergent flap
and shelf geometry. Discharge coefficients for these two-
dimensional convergent-divergent shelf nozzles lower
than typical two-dimensional convergent-divergent noz-
zles due to the sharp corner at the nozzle geometric
throat.
2. Resultant pitch vector angles were typically non-
zero and varied with increasing nozzle pressure ratio. In
addition to nozzle internal asymmetry, the shelf signifi-
cantly affected the pitch vector angle by producing a sur-
face on which the shock-cell pressure variation could act.
Only the asymmetrical scarfed nozzle produced resultant
yaw thrust vector angles.
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Table 1. Configuration Summary
















































































































NPR Wp/W i FIF i FrlF i 8p, deg _Sy,deg


















































































































































































































NPR WdW i F]F i Fr[F i _p, deg 5_, deg














































































































































































NPR wJw i F/F i FrlF i 8p, deg by, deg
























































































































































































































NPR Wp/W i F/F i Fr/F i _p, deg 8_ deg





















































































































































































NPR Wp/W i F/F i Fr/F i _ip, deg _y, deg


























































































































































































(b) A/B power configurations
F/Fi F,/Fi
Configuration 16; Ae/A t = 1.100



































































Configuration 17; AelA t = 1.750





























































































































(a)Configuration1;Ae/A t = 1.100
P/Ptj for lower divergent flap at--
(y/w)12 = 0.500 for x/Lfla p of-- (y/w)/2 = 0.000 for x/Lfla p of-- (y/w)12 = -0.500 for x/Lfla p of--





































































































P/Pt,j on shelf at (y/w)/2 = 0.000 for x/LshelfOf---



























































































(b) Configuration2;AelA t = 1.750
P]Pt,j for lower divergent flap at-
(y/w)/2 = 0.500 for x/Lfla p of-- (y/w)12 = 0.000 for x/Lfla p of--- (ylw)/2 = -0.500 for x/Lfla p of--
NPR 0.500 0.700 0.900 0.500 0.700 0.900 0.500 0.700 0.900


















































































































P/Pt,j on shelf at (y/w)12 = 0.000 for x/Lshel f of--



































































































(c) Configuration3;AelA t = 2.500
P/Ptj for lower divergent flap at-
(y/w)/2 = 0.500 for x/Lfla p of-- (ylw)12 = 0.000 for x/Lfla p of--- (y/w)12 = -0.500 for x/Lfla p of--
NPR 0.500 0.700 0.900 0.500 0.700 0.900 0.500 0.700 0.900








































































































P/Pt,j on shelf at (y/w)/2 = 0.000 for x/Lshel f of---



























































































(a) Configuration4;AelA t = 1.100
P[Pt,j for lower divergent flap at (ylw)12 = 0.500 for x/Lfla p of--



























































































plpt,j for lower divergent flap at (y/w)/2 = 0.0130 for x/Lllap of--






























































































P/Ptj for lower divergent flap at (y/w)/2 = -0.500 for x/Lfla p of---



























































































P/Pt,j on shelf at (y/w)/2 = 0.000 for xlLshelfOf--











































































(b) Configuration5;Ae/A t = 1.750
P/Pt,j for lower divergent flap at (y/w) 2 = 0.500 for x/Lfla p of--
















































































































P[Pt,j for lower divergent flap at (y/w)/2 = 0,000 for x/Lfla p of__






























































































P/Pt,j for lower divergent flap at (ylw)/2 = -0.500 for x/Lttap of----





































































































P/Pt,j on shelf at (y/w)12 = 0.000 for x/Lshel f of--



















































































(c) Configuration6;AJAt = 2.500
P/Pt,j for lower divergent flap at (y/w) 2 = 0.500 for x/Lfla p of--


















































































































































































plpt,j for lower divergent flap at (ylw)/2 = --0.500 for x/Lfla p of---



























































































P/Pt,j on shelf at (y/w)/2 = 0.000 for x/Lshel f of---
NPR 0.076 0.227 0.379 0.530 0.682 0.833 0.985





































































(a)Configuration7;Ae/A t = 1.100
plPt J for lower divergent flap at-
(y/w)/2 = 0.500 for x/Lfla p of---- (ylw)/2 = 0.000 for x/Lfla p of--- (y/w)/2 = -0.500 for x/Lfla p of__
NPR 0.500 0.700 0.900 0.500 0.700 0.900 0.500 0.700 0.900




























































































































P/Ptj on shelf at (y/w)/2 = 0.500 for x/Lshel f of__
NPR 0.076 0.227 0.379 0.530 0.682 0.833 0.985 1.061



















































































































P/Ptj on shelf at (ylw)12 = 0.000 for x/LshelfOf---









































































































P/Pt,j on shelf at (y/w)/2 = -0.500 for xlLshelfOf--






























































































(b) Configuration8;Ae/A t = 1.750
P/Pt,j for lower divergent flap at-
(y/w)/2 = 0.500 for x/Lfla p of-- (y/w) 2 = 0.000 for x/Lfla p of--- (y/w)/2 = -0.500 for x/Lfla p of----



































































































P/Ptj on shelfat _/w)12 = 0.500for_LshelfOf--
















































































































P/Pt,j on shelf at (y/w)/2 = 0.000 for x/L shelf of--

































































































P[Ptj on shelf at (y/w)/2 = -0.500 for xlL shelf of--























































































(c) Configuration9;Ae/A t = 2.500











(y/w)/2 = 0.500 for x/Lfla p of-- (y/w)/2 = 0.000 for x/Lfla p of-- (y/w)12 = -0.500 for x/Lfla p of--
NPR 0.500 0.700 0.900 0.500 0.700 0.900 0.500 0.700 0.900




















































































P/Pt,j on shelf at (y/w)/2 = 0.500 for x/L shelf of--






























































































P/Pt,j on shelf at (y/w)/2 = 0.000 for x/L shelf of--

















































































P]Ptj on shelf at (y/w)/2 = -0.500 for x/L shelf of--









































































(a) Configuration10;Ae/A t = 1.100
P]Pt,j for lower divergent flap at (ylw)12 = 0.500 for x/Lflap of--























































































































































































































P/Ptd for lower divergent flap at (ylw)/2 = --0.500 for x/Lfla p of---





































































































P/Pt,j on shelf at (y/w)/2 = 0.500 for x/L shelf of--




















































































































plptd on shelf at
0.227 0.379
0.515 0.511



























































plptd on shelf at (y/w)/2 = -0.500 for x/L shelf of--









































































(b) Configuration 11 ; Ae/A t = 1.750
P]Pt,j for lower divergent flap at (y/w)/2 = 0.500 for x/Lflap of--





































































































P/Ptj for lower divergent flap at (y/w)/2 = 0.000 for xlLtlap of---









































































































































P]Pt,j for lower divergent flap at (ylw)/2 = -0.500 for x/Lfla p of---
0.300 0.400 0.500 0.600 0.700



























































P/Pt,j on shelf at (ylw)12 = 0.500 for x/L shelf of--






























































































P/Pt,j on shelf at (ylw)12 = 0.000 for x/L shelf of--

















































































P/Pt,j on shelf at (y/w) 2 = -0.500 for x/L shelf of--


















































































































































































































































































P/Pt,j for lower divergent flap at (y/w)/2 = -0.500 for x/Lfla p of---



























































































P/Pt,j on shelf at (y/w)/2 = 0.500 for x/Lshel f of----





















































































P/Pt,j on shelf at (ylw)12 = 0.000 for x/Lshel f of--









































































P/Ptj on shelf at (y/w)/2 = -0.500 for x/Lshel f of---


































































(a)Configuration13;Ae/A t = 1.100
P/Pt,j for upper divergent flap at (y/w) 2 = -0.500 for x/Lfla p of----















































































































P/Ptj for lower divergent flap at-
(y/w)/2 = 0.500 for x/Lfla p of-- (y/w)12 = 0.000 for x/Lfla p of-- (y/w)/2 = -0.500 for x/Lfla p of--
NPR 0.500 0.700 0.900 0.500 0.700 0.900 0.500 0.700 0.900



































































































































P/Pt,j on shelf at
0.227 0.379
0.522 0.518



































































(b) Configuration14;Ae/A t = 1,750
P[Pt,j for upper divergent flap at (y/w)/2 = -0.500 for x]Lfla p of---















































































































P/Pt,j for lower divergent flap at-
(y/w)/2 = 0.500 for x/Lfla p of-- (y/w)/2 = 0.000 for x/Lfla p of-- (y/w) 2 = -0.500 for x/Lfla p of--
NPR 0.500 0.700 0.900 0.500 0.700 0.900 0.500 0.700 0.900

































































































P/Ptj on shelf at (y/w)/2 = -0.500 for x/Lshel f of--


























































































(c) Configuration 15; Ae/A t = 2.500
P/Pt,j for upper divergent flap at (y/w)/2 = -0.500 for x/Ltlap of--

















































































P/Pt,j for lower divergent flap at-
(y/w)/2 = 0.500 for x/Lna p of--- (y/w) 2 = 0.000 for x/Lltap of---- (y/w)/2 = -0.500 for x/Lfla p of---
NPR 0.500 0.700 0.900 0.500 0.700 0.900 0.500 0.700 0.900





















































































































































(a) Configuration16;Ae/A t = 1.100
P[Pt,j for upper divergent flap at (ylw)/2 = -0.500 for x/Lfla p of--



























































































































P/Pt,j for lower divergent flap at (y/w)/2 = 0.500 for x/Lna p of---







































































































P/Pt,j for lower divergent flap at (ylw)12 = 0.000 for x/Lfla p of---















































































































P/Pt,j for lower divergent flap at (y/w)/2 = -0.500 for x/Lfla p of--


















































































































P/Pt,j on shelf at (y/w)12 = 0.000 for x/Lshel f of--



























































































(b) Configuration17;AelAt = 1.750
P[Pt,j for upper divergent flap at (y/w)/2 = --0.500 for x/Lfla p of---





































































































P/Pt,j for lower divergent flap at (y/w)/2 = 0.500 for x/Lftap of--








































































































P/Pt,j for lower divergent flap at (y/w)12 = 0.000 for x/Lftap of--





































































































P/Pt,j for lower divergent flap at (y/w)/2 = -0.500 for x/Lfla p of--








































































































P/Ptd on shelf at (y/w) 2 = 0.000 for x/LshelfOf---



















































































(c) Configuration18;AetA t = 2.500
P/Pt,j for upper divergent flap at (y/w)/2 = -0.500 for x]Lfla p of__





































































































plpt J for lower divergent flap at (ylw)/2 = 0.500 for x/Lfla p of___































































































P/Pt,j for lower divergent flap at (y/w)/2 = 0.000 for x/Lfla p of---





































































































plpt,j for lower divergent flap at (y/w)/2 = -0.500 for x/Lfla p of--








































































































P/Ptj on shelf at (y/w)/2 = 0.000 for xlLshet f of--
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Config A B 13
Dry 0.500 2.451 17.67
























































































































































































































































































(a) Baseline sidewalls; fight and left are identical.














































A e/A t = 1.100
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(a) Dry power baseline configurations.

































Ae/A t = 1,100
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A e/A t = 2.500
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(b) A/B power baseline configurations.
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At/A t = 1.100
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A e/A t = 1.100
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(c) Ae/A t = 2.500; (NPR)d = 15.647.
Figure 18. Concluded.
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(a) Baseline configuration 1; NPR ---3.00.
Figure 19. Shelf surface oil flow visualization for dry power configurations. Ae]A t = 1.100.
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